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ERISTEL

COUNTER FRAMES FOR PANEL AND BAG FILTERS

TYPICAL APPLICATIONS

Frames suitable to fit:

Flat prefilters,

Pleated cells,

Flat pockets,

Rigid pockets

Installed in handling air units or to be assembled to built filtering walls

Each frame is supplied with four assembling nuts and bolts plus four
fixing wire springs

TECHNICAL CHARACTERISTICS

MATERIAL = Standard = Galvanized steel 10/10 mm (ET)
Special = Stainless steel (EX)

CLAMPING = Armonic steel wire springs.
GASKET = .Foamed rubber.

ASSEMBLING = Nuts and bolts each side.



ERISTEL COUNTER FRAMES FOR PANEL AND BAG FILTERS

STANDARD SIZES
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cope | TMEdMENEON | Fiter dimensions | Clamping | Weight CODE
steel " o mm e kg steel
ET 18 610 x 610 x 80 595 x 595 25+ 25 230 EX 18
ET 28 305 x 610 x 80 288 x 595 %5425 210 EX 28
ET 38 508 x 610 x 80 492 x 5% %5425 170 EX 38
ET 11 610 x 610 x 100 595 x 595 25+50 285 EX 11
ET 21 305x610x 100 288 x 595 254+ 50 260 EX 21
ET 31 508 x 610 x 100 492 x 595 25450 210 EX 31
ET 12 610x610x 120 595 x 595 100 345 EX 12
ET 22 305610 x 120 288 x 595 100 315 EX 22
ET 32 508 x 610 x 120 492 x5% 100 255 EX 32
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